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TECHNICAL SHEETCLIC
DESK

Clic is a desk programme which allows you to configure individual and group work 
stations, the latter set out in rows or facing each other. The desk consists of a 
self-supporting metal frame which defines the personality of the assembly, on top 
of which sits a work top with a laminate finish.

Cable management 
channel

Access to the channel,
flip-open cover

Cables rise through 
middle leg

Metal end leg

25-mm thick work top

MODESTY PANEL 

TYPE B MODESTY PANEL 

TRAY

0.8-mm thick steel
16-mm thick melamine

0.8-mm thick steel

0.8-mm thick metal
For flip-open cover or cable grommet.
As individual desk or return.

DESK WIDTH – 200 DESK WIDTH – 200

DESK WIDTH – 200

OPTIONAL FEATURES

OPTIONAL FEATURES

CABLE MANAGEMENT CHANNEL

Single, hinged Single, fixed

Double with 2 height positions

DESK WIDTH – 142 DESK WIDTH – 200

DESK WIDTH – 268

ABS side covers in white (BA) with white (BA) structure. 
In black (NE) for other structure colours.

ABS side covers in white (BA) with white (BA) structure. 
In black (NE) for other structure colours.

ABS side covers in white (BA) with white (BA) structure.
In black (NE) for other structure colours.
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TECHNICAL SHEETCLIC
DESK

OPTIONAL FEATURES OPTIONAL FEATURES

CHANNEL ACCESSES

Polyamide flip-open cover *

White (BA) and black (NE)

Metal flip-open cover **

2-mm perimeter in black (NE)
Built-in sockets option

Ø80 multi-connection socket **

White (BA) and black (NE)
1 power socket + 1USB C
+ 20 cm cable ending in 
Wieland connector

Ø80 cable grommet *

White (BA) and black (NE)

POSITIONING:

Only if F ≥ 800

CABLE RISER

1-mm thick painted sheet metal

Individual Bench

Access cover on middle leg

Channel access in white (BA) or black (NE) as per work top* or order**

White (BA) access: White (BA) work top • Black (NE) access: Other work tops As per order* **

Magnetically attached 
to leg

Jointed to channel Mesh to channel

Totem to floor

INDIVIDUAL WORK STATION

GROUP WORK STATION
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FICHA TÉCNICACLIC
MESA DE TRABAJO

DESCRIPCIÓN

Tablero en aglomerado de partículas de madera de 25 mm de espesor, encolado 
con resinas sintéticas y especialmente diseñado para aplicaciones que requieran 
alta resistencia a la flexión. Densidad media 620/595 kg/m3 según norma EN 323.

Acabado laminado, canto de ABS de 2 mm de espesor según la norma UNE 
56.843:01

El tablero será único en puestos enfrentados.

El ala se colocará indistintamente a derecha o izquierda de la mesa principal.

Bastidor metálico construido con 2 perfiles de acero de 50x30 espesor 1,5 mm 
según norma UNE-EN 10305.

Pata extremo metálica construida con bajantes de perfil 50x30 espesor 1,5 mm y 
travesaño superior perfil 50x40 espesor 2 mm según norma UNE-EN 10305.

Pata intermedia metálica en puestos agrupados, construída con bajantes de perfil 
50x30 espesor 1,5 mm y 2 perfiles 50x30 espesor 1,5 mm según norma UNE-EN 
10305 soldadas a la bajante.

Pintura en polvo epoxi de 60/80 micras que cumple la normativa vigente de 
reacción al fuego UNE 23827-90.

Nivelación patas 20mm.

TABLERO

ESTRUCTURA

Pata intermedia 
individual

Pata intermedia bench

Bench Mesa individual

FONDO MESA - 476

CERTIFICADOS TASA DE RECICLABILIDAD

TAPA ABATIBLE
Metálica

CANAL
Doble

TAPA ABATIBLE 
Poliamida 

CANAL
Simple abatible

PATA INTERMEDIA 
Con tapa registrable

CANAL
Simple fijo

PATA INTERMEDIA

ACCESO CANAL 
Base multiconexión Ø 80

DETALLES

UNE-EN 527

700 298

324

TECHNICAL SHEETCLIC
DESK

DESCRIPTION

Top made of 25-mm thick chipboard bonded with synthetic resins, especially 
designed for applications that require high bending strength. Average density: 
620/595 kg/m3 as per EN 323.

Laminate finish. 2-mm thick ABS edge as per UNE 56.843:01.

Single work top on face-to-face work stations.

The return can be fitted on either the right or left of the main desk.

Metal frame built with 1.5-mm thick 50x30 steel profiles as per UNE-EN 10305.

Metal end legs built with 1.5-mm thick 50x30 vertical profiles and 2-mm thick 
50x40 upper crossbar profiles as per UNE-EN 10305.

Metal middle leg on the group work stations built with 1.5-mm thick 50x30 verti-
cal profile and two 1.5-mm thick 50x30 profiles as per UNE-EN 10305 welded to 
the leg.

60/80μm epoxy powder in compliance with current reaction to fire standard UNE 
23827-90.

Leg levelling: 20 mm

WORK TOP

STRUCTURE

Individual middle
leg

Bench middle leg

DESK DEPTH – 476

CERTIFICATES RECYCLABILITY RATE

FLIP-OPEN COVER
Metal

CHANNEL
Double

FLIP-OPEN COVER
Polyamide

CHANNEL
Single, fixed

CHANNEL
Single, hinged

MIDDLE LEG
With access cover

MIDDLE LEG

CHANNEL ACCESS
Ø80 multi-connection 

socket

DETAILS

Bench Individual desk
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TECHNICAL SHEETCLIC
DESK

RANGE

INDIVIDUAL DESK DESK IN ROWS

RETURN BENCH

GENERAL

PRICE TERMS

KEY

EXPRESS


