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TECHNICAL SHEETUNDER DESK DRAWER
ACCESSORIES

With lock

With lock

Ball guide, stronger and enhanced glide.

Built-in side pull.

Mastered cylinder lock, single-sided.

Without lock

Without lock

Single-piece body in 1-mm thick sheet steel  folded with a radius of 20 mm. 
Coated with 60/80μm epoxy powder in compliance with current reaction to fire 
standard UNE 23827-90.

Metal finish: welded 3-mm thick steel assembly screwed to the drawer. Coated 
with 60/80μm epoxy powder in compliance with current reaction to fire standard 
UNE 23827-90.

Laminate finish: 16-mm thick with 1-mm thick ABS edge as per UNE 56.843:01.

Varnished wood finish: 16-mm thick with 1-mm thick edge as per UNE 56.843:01.

The body runs on fully-opening double guides riveted onto a 1.5-mm thick metal 
omega profile, coated with 60/80μm epoxy powder in compliance with current 
reaction to fire standard UNE 23827-90, which can then be fitted freely beneath 
the top with just four wood screws.

STRUCTURE

LAMINATE / WOOD FRONT

METAL FRONT

FRONT

GUIDE FASTENING

DESCRIPTION

RANGE

STANDARD FEATURES

OPTIONAL FEATURES

236
(LAMINATE / WOOD FRONT)

222
(METAL FRONT)


