CONIC SLIDING
DESK

Its angled leg is the hallmark of the Conic desk. Through their lightweight design, _

the legs accompany the organic shapes of the work top to give a homogeneous
visual aesthetic to the entire assembly. The high quality with which the joints are

solved make this programme a first-class solution for the work environment. CABLE MANAGEMENT CHANNEL ( Ir\qpc{jié‘\ldkéal ciesk >>§= 15;122 )
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CABLE RISER
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CONIC SLIDING
DESK

WORK TOP

Rectangular top with groove on the edge for cable routing made of 25-mm thick
chipboard bonded with synthetic resins, specially designed for applications that
require high bending strength. Average density: 620/595 kg/m3 as per EN 323.

Laminate surface finish. 2-mm thick ABS edge as per UNE 56.843:01.

The top is attached to the legs with sliding guides made of 1.5-mm thick DCO1
sheet steel. These guides allow the top to be moved 155 mm via POM bushings
for frictionless gliding.

There is a top-locking system mounted on the right-hand underside of the top.
Made of 3-mm thick DCO1 sheet steel.

The slide guides and locking system are coated with 60/80um epoxy powder
compliant with current reaction to fire standard UNE 23827-90 in the same co-
lour as the structure.

STRUCTURE
Metal frame built with two 1.5-mm thick 50x30 steel profiles as per UNE-EN 10305.

Metal end legs built with 1.5-mm thick 50x30 vertical profiles and 2-mm thick
50x40 upper crossbar profiles as per UNE-EN 10305.

Metal middle leg on group work stations built with 1.5-mm thick 50x30 vertical
profiles and two 1.5-mm thick 50x30 profiles as per UNE-EN 10305 welded to the
verticals.

On face-to-face work stations, there is an additional central profile made of
30x30x2 steel tubing per UNE-EN 10305 attached to the legs. This profile allows
the same central screens as those on face-to-face work stations without sliding
tops to be mounted.

60/80um epoxy powder coating in compliance with current reaction to fire stan-
dard UNE 23827-90.

Leg levelling: 20 mm

A FLIP-OPEN COVER A FLIP-OPEN COVER
Metal Polyamide

4 CHANNEL ACCESS
@80 multi-connection
socket

A CHANNEL A CHANNEL 4 CHANNEL
Double Single, fixed Single, hinged

EE—

4 MIDDLE LEG 4 MIDDLE LEG 4 SLIDING TABLETOP

With access cover

Independent Conic Facing Conic

‘ 45,43 % ! ‘ 42,39 % !

www.dynamobel.com



CONIC SLIDING
DESK

Y4

INDIVIDUAL DESK

L

h=742
e W
CTl 80 100 120 140 160 180
60 ° ° ° ° ) )
70 °® ° ° ° ) )
80 { ] [ J [ ] [ ] [ ] [ ]
100 [ J [ J [ J [ ] [ ]
DESK IN ROWS
% F
h=742
. W
Sl 80 100 120 140 160 180
60 { ] ( [ ] [ ] [ ] [ ]
70 [ J [ J ( J [ J [ ] [ ]
80 ( ] ([ J [ ] [ ] [ ] [ ]

BENCH

h=742
h=742
200 W
Sl 120 140 160 180 200
N .
120 ° ° ° ° °
o
140 ° ° ° ° °
o
160 ° ° ° ° °
)
200
o
)
o

www.dynamobel.com



