VIRA
MANAGEMENT DESK PROPPED ON STORAGE UNIT

vironment with plenty of storage space. One eye-pleasing characteristic of these
storage modules is their rounded ends, a detail which lends them a friendly shape, WORK
similar to those of the desk in the programme.

Top made of 25-mm thick chipboard bonded with synthetic resins, especially
designed for applications that require high bending strength. Average density:
620/595 kg/m3 as per EN 323.

» Laminate finish. 2-mm thick ABS edge as per UNE 56.843:01.

> Finished on top with O.7-mm thick anti-fingerprint HPL as per the indications
of UNE 53173-92 and underneath with balancing sheet (BM80). 2-mm thick ABS
edge as per UNE 56.843:01.

» Finished in wood treated with high-resistance varnish. 2-mm thick wood edge.

STRUCTURE

Metal frame built with two 1.5-mm thick 50x30 steel profiles as per UNE-EN
10305.

End legs built with 1.5-mm thick 50x30 upper crossbars as per UNE-EN 10305
and legs to the floor. Option: 1.5-mm thick shaped sheet metal or in oak veneered
beech wood.

The desk top can be propped on the storage unit in any position, although it is

MODESTY PANEL best to prop it on the sliding door module to facilitate cable management.

60/80 pm epoxy powder coating in compliance with current reaction to fire
»0.8-mm thick metal standard UNE 23827-90.

»16-mm thick melamine
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